MUSICAL SUBCULTURE.
by Sonus faber

sumikosubwoofers.com
Closed box loaded, down-firing woofer

**Type:** Closed Box, down-firing active woofer  
**Active Drive Unit:** 6.5 in, 165 mm long-throw, steel chassis  
**Lower Frequency Response:** 45 Hz at -3 dB  
**Input Connections:** Hi Level Neutrik Speakon; Lo Level RCA; LFE RCA  
**Phase Switch:** Yes, 0 or 180 degrees  
**Dimensions:** 9.65x10.8x11 in; 245x275x280mm  
**Weight:** 20.3 lbs (9.2 Kg) - net weight; 27.2 lbs (12.3 Kg) - shipping weight  
**Finish:** Gloss Piano Black or White Lacquer

---

Closed box loaded, down-firing woofer

**Type:** Closed Box, down-firing active woofer  
**Active Drive Unit:** 8 in, 210 mm long-throw, steel chassis  
**Lower Frequency Response:** 40 Hz at -3 dB  
**Input Connections:** Hi Level Neutrik Speakon; Lo Level RCA; LFE RCA  
**Phase Switch:** Yes, 0 or 180 degrees  
**Dimensions:** 11.2x13.2x12.4 in; 285x335x315mm  
**Weight:** 30.8 lbs (14 Kg) - net weight; 38.8 lbs (17.6 Kg) - shipping weight  
**Finish:** Gloss Piano Black or White Lacquer

---

Passive radiator bass-reflex loaded, down-firing woofer

**Type:** Passive Radiator, front-firing passive radiator, down-firing active woofer  
**Active Drive Unit:** 10 in, 260 mm long-throw, steel chassis  
**Passive Radiator:** 10 in, 260 mm  
**Lower Frequency Response:** 25 Hz at -3 dB  
**Input Connections:** Hi Level Neutrik Speakon; Lo Level RCE; LFE RCE  
**Phase Switch:** Yes, 0 or 180 degrees  
**Dimensions:** 14x15.9x16.2 in; 355x405x411mm  
**Weight:** 46.2 lbs (21 Kg) - net weight; 58.2 lbs (26.4 Kg) - shipping weight  
**Finish:** Gloss Piano Black or White Lacquer, Front Grill included
SUMIKO SUBWOOFERS

SUMIKO SUBWOOFERS REPRESENT A COMMITMENT TO THE METICULOUS PURSUIT OF DEEP BASS. BUILT TO THE HIGHEST STANDARDS AND VOICED TO SPEAK WITH TREMENDOUS POWER, THEY EQUAL THE FIDELITY OF THE FINEST LOUDSPEAKERS AVAILABLE. THIS MAKES THEM THE PERFECT COMPLEMENT TO ANY SYSTEM AIMED AT BEING A COMPLETE PACKAGE OF POWER, PRECISION, AND TRUTH.

sumikosubwoofers.com